
 
 
 
 
 
 

 
LPG Single and Dual State Regulators 
Gas Measurement Meters and Regulators 
Gas Meters ● Regulators for LP and Natural Gas ● Rotary Meters for High Capacities 

 
 
 
 
 

Polyethylene Gas Pipe 
 

½” – 6” IPS (In Stock) 
 

Anodeless Gas Risers and Transition Fittings 
 
 
 
 
 

Permasert Stab Fittings – RW Lyall Lycofit Fittings - Service Head Adapters 
 

 
 
 

 
Tracer Wire  - Marking Paints – Stake Chasers – Caution Tapes 

 
 
 
 

Black Malleable Fittings - Valves 
 

 
 

 
 

LPG Pigtails and Hogbacks 
 
 
  

LPG  
Product Lines 

Mountain States Pipe and Supply 
Colorado Springs, Colorado 80903 

800.777.7173 
www.msps.com 

Stock Flex Risers:  36” and 80” 
Stock Prebents: ¾” – 2” 
 

Call for Great Pricing from our knowledgeable staff 



 
 
First Stage Regulators  
Model 988HP  
Inlet Pressure:  25-250 PSIG 
Gas Type:   Propane 
Setting Point:  Inlet Pressure: 100 PSIG, 140,000 
BTU 
                         Outlet Pressure:  8-12 PSIG 
The first stage regulator is a regulator reducing the inlet 
pressure, coming from the withdrawal cylinder, to a medium 
level suitable to feed a second stage regulator consequently. 
 
 
Second Stage Regulators  
Model 998LP  
Inlet Pressure:  5-15 PSIG 
Gas Type:   Propane 
Setting Point:   Inlet Pressure: 10 PSIG, 140,000 BTU 
                         Outlet Pressure:  11" WC 
The second stage regulator is a regulator reducing the pressure 
coming from a first stage regulator directly to the inlet pressure 
of the user appliance or to a medium pressure value in case of 
installations with Pressure Line Regulators. 
 
Twin Stage Regulators North America 
Model 998TW 
Inlet Pressure:  25-250 PSIG 
Gas Type:   Propane 
Setting Point:   Inlet Pressure: 10 PSIG, 140,000 BTU 
                        Outlet Pressure:  11" WC 
The twin stage regulator is a regulator consisting of two 
regulation levels, which regulates the inlet pressure, coming 
from the withdrawal cylinder or tank directly to the inlet pressure 
of the user appliance.  


